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Offer must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended by one of the following methods:
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CONTRACT ORDER NO. IN ITEM 10A.
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SECTION SF 30 BLOCK 14 CONTINUATION PAGE

1.) 00010 - Bid Sheet. Revise Bid Item 20 "Piling, Steel Sheet, Type PS 27.5" to have an Estimated Quantity of
52,000 SF.

2.) Spec. Section 03308-1.6.3.1. Change the third sentence in the paragraph to read as follows "The air content shall
be between 3.5 percent to 7.5 percent.”

3.) Delete the note at the end of TABLE 1, Section 03308-29 and replace with the following revised note:

NOTE: The estimated tremie concrete mixture proportions presented in the table are based on a preliminary mixture
design and initial trial batch testing. The mixture proportions are primarily for estimating the bid price of the
contract. The actual tremie concrete design shall be provided by the Contractor to the Government. Alternatively,
the Contractor may propose a concrete mixture design to be used for the tremie concrete. Silica Fume and
Limestone Powder are not requirements provided the mix meets the criteriafor slump, strength and the other
parameters listed in paragraph 1.6.3.2.

4.) Delete Spec Section 15200-2.1.2 and replace with the following:
21.2 Flanged Fittings

Flanges shall be fabricated in accordance with the requirements of AWWA C207, Steel Ring Flanges, Class D,
dimensions as shown in Table 2. Steel used to fabricate the flanges shall meet the requirements of ASTM A516,
any grade.

5.) Delete spec section 15200-2.1.1 in its entirety and replace with the following
"2.1.1 Sted Pipe

Steel pipe and elbows shall be fabricated in accordance with the requirements of AWWA C200, except hydrostatic
testing is not required. Dimensions of elbows shall meet the requirements of AWWA C208. Steel used to fabricate
pipe and elbows shall be any of the specificationslisted in Table 1 of AWWA C200, except the minimum yield
point shall be 50,000 pounds per square inch or greater. Pipe shall not be helical or spiral seamed. Pipewall
thickness shall 5/8"

6.) Delete spec section 15200-2.2 in its entirety and replace with the following
2.2 PIPE FABRICATION

The Contractor shall fabricate pipe in accordance with AWWA C200 except the hydrostatic testing requirement is
waived. Weld shall be performed and inspected as specified in accordance with Section 05093-3.2. Pipe shall be
shipped to site in one piece with flanges attached (on each side, flood and protected). Field welding shall not be
performed. Lifting lugs shall be attached for handling and installation. Lifting lugs may be left in place.

7.) Delete the note at the end of TABLE 1, Section 03308-29 and replace with the following revised note:

NOTE: The estimated tremie concrete mixture proportions presented in the table are based on a preliminary mixture
design and initial trial batch testing. The mixture proportions are primarily for estimating the bid price of the
contract. The actual tremie concrete design will be provided to the Contractor by the Government. Alternatively,
the Contractor may propose a concrete mixture design to be used for the tremie concrete. Silica Fume and
Limestone Powder are not requirements provided the mix meets the criteriafor slump, strength and the other
parameters listed in paragraph 1.6.3.2.
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8.) Spec Section 05120-1.1.3 Add the following sentence to the end of the paragraph, " Steel H-Piles shall be
measured and paid for as specified in Section 02315 " Steel H-Piles and Sheet Piling”

9.) Drawing 10 of 20. Revisethe note located under the Plan View to read "6 Units Required"



